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LitePak Panel in NEMA4 Enclosure � � � � � � �

PART No. SPECIFICATIONDESCRIPTION

DIMENSIONS & MOUNTING

20.4"
(518)

16.4" (416)
6.5"
(165)

�  Surface mount Nema 4 Enclosure. 

14" (356)

21"
(534)

NEMA4 Enclosure �  Douglas NEMA4 Enclosure with a 
LitePak Programmable Relay Panel or 
LItePak Expansion Panel mounted 
inside. 

�  The panel consists of the enclosure 
(tub), the interior and the cover. 

�  The LitePak is bolted onto the interior 
plate.

�  The N4 enclosure and cover, which 
meet NEMA 4 Standard, are made of 
steel coated with ANSI/ASA 61 Grey. 
Coating is heat fused polyester epoxy 
finish applied on all surfaces.

�  The Interior insert, on which the 
LitePak is mounted, is galvanized steel 
mounted on studs.

Certifications
�  UL listed, CSA approved
�  EEMAC/NEMA 4 Standard

Options
�  LitePak can be any surface-mounted 

Litepak Model.

Enclosure
Mount enclosure on wall.Hinged Cover

Insulating rubber gasket 
on inside surface.

Interior
LitePak Panel, which can 
be any LitePak surface-
mounted model, bolts to 
interior back plate.
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lighting controls

NEMA4 Enclosure with LitePak: Exploded View
30.4"
(772)

16.4" (416)
6.5"
(165)

14" (356)

31"
(787)

30"
(762)

16" (407)

29"
(736)

6"
(152)

23"
(584)

12" (305)

14" (356)
6" (152)
5.2" (132)

� � � � � � �

lighting controls

Interior, 
Door Open

Exterior, 
Door Closed


