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The Douglas ‘TOP 10 LIST
of Specification Issues

e Access via direct connection
or via intemet.

o Daily/weekly/holiday formats.

e Settings of groups and
schedules via PC.

Douglas Unique Specification Catalog
Issue| product Features Page
Rela e NEMA 1, NEMA 4 and o Sizes from 6 to 72 relays. OOF- Components
#10 PaneYs NEMA 4X Panels. e Barriers to separate different DLC-2006-22.2
o Surface or flush mounting. voltages. Components
e Hinged locking covers.
#9 | Occupanc ¢ PIR technology sensors. e Controls up to 4 Douglas g 1 C t
Sen';'orsy e Unique swivel & tilt relays. DLC-2006-1-2.5 42mponen S
Fresnel lens. e Signals occupancy to other
systems.
WR-6161 o UL rated for 14,000A e HID inrush rated. y Py c t
#8 | |atching | Shortcircuitcurentrating. o Tested for 30,000 operations | D-C 2000221 | Gamponents
Relay e On/OFF indication. at 20A.
e Mechanically latching.
i o Hardwired and digital o Consistent light readings 20061 Components
#7 ggxlslglpst Sensors. regardless of temperature. DML B 2l Ay
e Exterior and interior sensors. e Controls dimming ballasts. E%mponents
o Accuracy to 65,000 LUX - y
6000 fc. Components
e Program outputs and e Flick Warn and Time Out . o
#6 I;rgg;a énc':::é? inputs with LED-integral features. DLC-2006-2-2:3 I1thzerfaces
tactile pushbuttons. e Instructions on unit face.
#5 T e Astronomic control. e Holiday schedules. DLC-2006-1-2.6 | Components
Clock e Photocell control. ¢ Automatic daylight savings ~ 160
e 24/7 operation. with changeable dates.
e Plugs into relay scanner for e Available for LonWorks and
#4 NeBthvgrk easy upgrades. BACnet systems. DLC-2006-2-2.4 I1n.gerfaces
Nodes o Allows data line connections e LonMark Certified.
between panels.
élan o Hardwired switches. e Decora plates available in -2006-2-2.6 | Components
#3 Switches o Data line switches. plastic or stainless steel. DLC-2006-2-2.6 P
o Dimming switches. o Integral labeling feature.
e 1,2, 3, or 4 switches per o Key operated switches.
gang.
: e Reduces wire runs for e Local control with Douglas
#2 SPaat§IG!||t5e branch circuits. switches. DLC-2006-2-2.6 gﬂ?erfaces
o Photocell inputs for open e 20A 120/277/347 rated )
loop/closed loop light control.  relays. o
e Occupancy sensorinputs. @ 0-10VDC dimming
o Connects with 2C data signal. ~ ©Peration.
And Now, the #1 Reason to Specify Douglas Lighting Controls:
o View & edit with a PC via e Access via telephone
i I\"Illg:\vggzkr any internet browser. connection. DLC-2006-2-2.1 g:tgrfaces
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